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Technical Note Description; 

How to enable video timed expiry on NVR Media Server, SDA NVR and UPXA 
  

Product Models Covered; 

All Gen3 Servers, commonly SD Advance units, and Uniplex Appliance. 

 

Description; 

Some countries have passed new privacy laws forbidding CCTV footage from being retained for more than a 
certain number of days. 

Both the Gen3 SD Advance range, and Gen 4 Uniplex range can be configured for “Video Timed Expiry” 
which automatically deletes any recordings older than a preset number of days. 

Configuration; 

Enter the IP address of the DVR / NVR into your web browser and click on the “Configuration” button. 

For the NVR Media server and SD Advance NVR proceed as follows; 

From the settings menu on the left-hand side of the screen select “Image Profiles”, then “Profile Setup”. 

 

 

From this page click on the “Advanced Settings” button in the top right-hand corner. This will open a pop-up 
window. In this window there is a box with “Video Timed Expiry (In Days)” which in normal operation is set 



to “0” which means that the unit video will not expire until all recording space has been used up, it will then 
be overwritten. 

To set the maximum record duration (in days) enter the number of days into the box and click “Save”. 

The unit will then record for the maximum number of days sat and then overwrite the previous recordings. 

 

 

For the Uniplex series proceed as follows; 

Enter the IP address of the DVR / NVR into your web browser and click on the “Configuration” button. 

From the settings menu on the left-hand side of the screen select “System”, followed by “Features”, then 
click on the RED “System” button. 

You should then see the “Timed Expiry (Days)” box. 

In the same way as the SD Advance (above) enter the number of days that you wish to limit the recording to, 
then click on the “Save” button. 



 


