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TransVu2 Fan Bracket Install Guide. 
 
 
This step by step guide covers stripping down a TransVu2 DVR and installing the 
upgraded fan bracket assembly. 
 
Step 1. 
Remove the front plate retaining screws. 
 

 
 
Step 2. 
Remove the rear plate retaining screws. 
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Step 3. 
Remove the HDD caddy. 
 

 
 
Step 4.  
Slide the chassis a short distance out of the rear of the extrusion and unplug the USB 
Connector. Sliding it out to far without unplugging the connector may cause damage. 
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Step 5. 
Unplug the key switch and front panel LED. These can be accessed through the HDD 
caddy slot. 
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Step 6. 
Unplug the Ethernet cable. 
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Step 7. 
Carefully slide the unit out of the extrusion from the rear, ensuring none of the cables 
foul whilst doing so. 
 

 
 
Step 8. 
Remove the four drive shelf retaining nuts. 
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Step 9. 
Unplug the fan connector. 
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Step 10. 
Remove the existing fan. If the fan blades are all OK then the fan can be re-used. 
At this point also remove the two screws indicated from the rear of the SATA interface 
PCB. 
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Step 11. 
Attach the fan to the new bracket. With the cable orientated towards the base of the unit, 
and the text facing towards the front. 
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Step 12. 
Fit the two M3 spacers provided over the studs in the HDD tray. 
 

 
 
Step 13. 
Re-fit the fan and bracket assembly using the two M3 nuts, and the screws from the 
SATA interface PCB. 
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Step 14. 
Re-connect the fan power cable. 
 

 
 
Step 15. 
Re-fit the four HDD bracket retaining nuts. 
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Step 16. 
Slide the assembly back into the extrusion, re connecting the Ethernet, USB, and key 
switch cables in the reverse order that they were removed. 
 
Step 17. 
Screw the front and rear plates back on to the extrusion. 
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